
DRM F100R

SKU: 1016

DRM F100R Rolling Mill Features & Benefits

'F100' Designed for rolling flat sheet metal
up to 100mm
'R' 4-to-1 Reduction Gearbox
Maximum Sheet Thickness of 5.5mm
Roll Diameter 50mm
Roll Width 100mm

PRODUCT DESCRIPTION

The Durston DRM F100R Rolling Mill features our 4-to-1 Reduction Self Lubricating Gearbox giving maximum
efficiency when rolling materials up to 5.5mm thick, features a flat rolling width of 100mm designed specifically
for rolling flat sheet metals.

Adjust this Rolling Mill with ease using the top mounted wheel, calibrated to give precise accuracy, as with all
Durston Rolling Mills in the DRM Range, the body is solid cast iron giving ultimate strength, which combined
with RC64 induction hardened rolls ensures a lifetime of rolling with professional results.

Additional Resources:

 Click here to download the instruction manual.

 Click here to download the mounting hole diagram.

 Click here to download the product diagram with dimensions.

https://durston.com/wp-content/uploads/2020/05/Rolling-Mill-Instructions-New.pdf
https://durston.com/wp-content/uploads/2021/11/DRM-100-Mounting-Holes.pdf
https://durston.com/wp-content/uploads/2023/05/1016-DRM-F100R-RM-Line.pdf


ADDITIONAL INFORMATION

Weight 27.6 kg

Dimensions 44 × 29 × 44 cm

Product Weight (kg) 24.4KG

Product Length (mm) 360

Product Width (mm) 200

Product Height (mm) 320

Gearbox 4-to-1 gearbox

Max. Sheet Thickness (mm) 5.5

Roller Type Flat

Roller diameter (mm) 50

Roller Length (mm) 100

Side Extensions None

https://durston.com/spec/gearbox/4-to-1-gearbox/
https://durston.com/spec/max-sheet-thickness/5-5/
https://durston.com/spec/roller_type/flat/
https://durston.com/spec/roller-length/100/

